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60A23-00030

FOREWORD
This manual is an essential part of your
vehicle and should be kept with the vehi-
cle at all times. Please read this manual
carefully and review it from time to time.
It contains important information on safe-
ityr"operation, and maintenance. It is
especially important that this manual
remain with the vehicle at the time of

resale. The next owner will need this in-
formation also.

Your SUZUKI multipurpose vehicle is
designed and built to be capable of per-
forming both on pavement and off road.
You should therefore remember that your
vehicle is distinctly different from ordinary
passenger cars in handling as well as in
structure. As with other vehicles of this
type, failure to operate this vehicle cor-
rectly may result in loss of control or an
accident. Be sure to read "on-pavement"
and "off-road" driving guidelines which
follow. It is very important to familiarize
yourself with the proper operation of this
vehicle before you start driving.

60A2300031

IF YOU HAVE ANY PROBLEMS WITH
YOUR SUZUKI:

Please review the New Vehicle Warranty
Information booklet supplied with your
Suzuki. Should you have a question or
problem regarding the warranty or service
of your vehicle, please take the following
action:

Consult the Service Manager and the
Owner of the Suzuki Automotive Dealer-
ship. Explain your problem and ask their
assistance in resolving your problem. The
Owner of the dealership is in the very best
position to assist you as he or she is vital-
ly concerned with your continued
satisfaction.

If you are still in need of additional infor-
mation, or if you are dissatisfied, request
that your dealer arrange a meeting with
your District Service Manager.

If, after doing so, you still require further
assistance, and you purchased your
Suzuki in the continental United States,
please contact the American Suzuki
Customer Relations Department at 1-800-
934-0934 or write:

American Suzuki Motor Corporation
Automotive Customer Relations
3251 East Imperial Highway
Brea, CA 92621-6722

Please be certain to provide us with the
following information: the model. Vehicle
Identification Number, mileage, ac-
cessories involved, event dates, dealer
name, dealer personnel consulted, your
problem or question, and any other com-
ments you have. When we receive your
correspondence, we will be glad to con-
tact the Owner of your dealership and
assist in resolving your concern.

For owners outside the continental United
States, please refer to the distributor's ad-
dress listed in your Warranty Information
booklet.
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All information in this manual is
based on the latest product infor-
mation available at the time of
publication. Due to improvements
or other changes, there may be
discrepancies between information
in this manual and your vehicle.
Suzuki reserves the right to make
production changes at any time,
without notice and without incur-
ring any obligation to make the
same or similar changes to vehicles
previously built or sold.

SUZUKI MOTOR CORPORATION believes
in conservation and protection of Earth's
natural resources.

To that end, we encourage every vehicle
owner to recycle, trade in, or properly
dispose of, as appropriate, used motor
oil, coolant, and other fluids; batteries;
and tires.

SUZUKI MOTOR CORPORATION

IMPORTANT
CAUTION/NOTE

Please read this manual and follow its in-
structions carefully. To emphasize special
information, the symbol and the words
WARNING, CAUTION, and NOTE have
special meanings. Pay special attention to
the messages highlighted by these signal
words:

Indicates a potential hazard that
could result in death or injury.

A CAUTION
Indicates a potential hazard that
could result in vehicle damage.

NOTE:
Indicates special information to make
maintenance easier or instructions clearer.

MODIFICATION WARNING

Do not modify this vehicle. Modifica-
tion could adversely affect safety,
handling, performance, or durability
and may violate governmental regula-
tions. In addition, damage or perfor-
mance problems resulting from
modification may not be covered
under warranty.

0-2
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FUEL RECOMMENDATION
60A23-01010

FUEL RECOMMENDATION

Your vehicle requires regular unleaded
gasoline with a minimum rating of 87

pump octane (r+m/2 method). In some

areas, the only fuels that are available
are oxygenated fuels.

Oxygenated fuels which meet the
minimum octane requirement and the re-
quirements described below may be
used in your vehicle without jeopardizing
the New Vehicle Limited Warranty.

NOTE:
Oxygenated fuels are fuels which contain
oxygen-carrying additives such as MTBE
or alcohol.

Gasoline Containing MTBE
Unleaded gasoline containing MTBE
(methyl tertiary butyl ether) may be used
in your vehicle if the MTBE content is not
greater than 15%. This oxygenated fuel
does not contain alcohol.

Gasoline/Ethanol Blends
Blends of unleaded gasoline and ethanol
(grain alcohol), also known as gasohol,
may be used in your vehicle if the ethanol
content is not greater than 10%.

Gasoline/Methanol Blends
Avoid using blends of unleaded gasoline
and methanol (wood alcohol) whenever
possible. Do NOT USE fuels containing
more than 5% methanol under any cir-
cumstances. Fuel system damage or vehi-
cle performance problems resulting from
the use of such fuels are not the respon-
sibility of SUZUKI and may not be
covered under the New Vehicle Limited
Warranty.

Fuels containing 5% or less methanol
may be suitable for use in your vehicle if
they contain cosolvents and corrosion in-
hibiters.

A CAUTION
Be careful not to spill fuel containing
alcohol while refueling. Fuels contain-
ing alcohol can cause paint damage,
which is not covered under the New
Vehicle Limited Warranty.

Fuel Pump Labeling
In some states, pumps that dispense
oxygenated fuels are required to be label-
ed for the type and percentage of ox-
ygenate and whether important additives
are present. Such labels may provide
enough information for you to determine
if a particular blend of fuel meets the re- \
quirements listed above. In other areas, f
pumps may not be clearly labeled as to
the content or type of oxygenate and ad- i
ditives. If you are not sure that the fuel j
you intend to use meets these re-
quirements, check with the service sta-
tion operator or the fuel supplier.

NOTE:
To help clean the air, SUZUKI recom-
mends you use the oxygenated fuels.
However, if you are not satisfied with the
driveability or fuel economy of your ve-
hicle when you are using an oxygenated
fuel, switch back to the regular unleaded
gasoline.

1-1



BEFORE DRIVING
60A23 02010

KEYS
60A23-02020

DOOR LOCKS

Your vehicle comes with a pair of identical
keys. Keep the spare key in a safe place.
One key can open all of the locks on the
vehicle.

The key identification number is stamped
on a metal tag provided with the keys.
Keep the tag in a safe place. If you lose
your keys, you will need this number to
have new keys made. Write the number
below for your future reference.

Ignition Key Reminder
A buzzer sounds to remind you to remove
the ignition key if it is in the ignition
switch when the driver's door is opened.

Side Door Locks
To lock a front door from outside the
vehicle:
a) Insert the key and turn the top of the

key toward the front of the vehicle, or
b) Push in the lock knob and hold the

door handle up as you close the door.

To unlock a front door from outside the
vehicle, insert the key and turn the top of
the key toward the rear of the vehicle.

KEY NUMBER:

2-1



BEFORE DRIVING

2-door model
UNLOCK

LOCK

To lock a door from inside the vehicle,
push down the lock knob. Pull up the lock
knob to unlock the door.

• For 4-DOOR MODEL
To lock a rear side door from outside
the vehicle, push in the lock knob and
close the door. You do not need to hold
the door handle up as you close the
door.

Power Door Locks (if Equipped)
The power door lock switch is located on
the driver's side door panel. For vehicles
with this feature, you can lock and unlock
all side doors and rear door simultaneous-
ly by:
a) Using the key in the driver's side door

lock or in the rear door lock, or
b) Operating the power door lock switch.

• For 2-Door model
Pushing down on the switch locks
both side doors and rear door, and
pulling up on the switch unlocks
both side doors and rear door.

• For 4-Door model
Pushing the upper part of the
switch locks all side doors and rear
door, and pushing the lower part of
the switch unlocks all side doors
and rear door.

You can also lock all side doors and rear
door by pushing in the door lock knob on
the driver's door, but pulling up the lock
knob on the driver's door will unlock the
driver's door only.

NOTE:
* Using the key or moving the lock knob

on the passenger's door will lock or
unlock the passenger's door only.

2-2



BEFORE DRIVING

Child Lock System (If Equipped)
Each of the rear doors is equipped with
a child lock which can be used to help
prevent unwanted opening of the door
from inside the vehicle. When the lock
lever is in the "LOCK" position (1), the rear
door can only be opened from outside.
When the lock lever is in the "RELEASE"
position (2), the rear door can be opened
from inside or outside.

Rear Door Lock
To lock the rear door, insert the key and
turn i t counterclockwise. To unlock the
door, turn the key clockwise.

Power Rear Door Lock (If Equipped)
The power rear door lock buttons are
located on the instrument panel. By
pushing the appropriate button you can
lock or unlock the rear door from inside
the vehicle.

Always lock all doors when driving.
Locking the doors helps to prevent oc-
cupants from being thrown from the
vehicle in the event of an accident. It
also helps prevent unintended open-
ing of the doors.

2-3



BEFORE DRIVING
60A23-02030

WINDOWS

Manual Window Control (If Equipped)
Raise or lower the door windows by turn-
ing the hand crank located on the door
panel.

2-Door model

Driver's
side

Passenger's
side

Power Window Controls (If Equipped)
The driver's door has a switch to operate
the driver's window ©, and a switch to
operate the front passenger's window @.
In 4-door models, the console between
the front seats has switches ®, ©, to
operate the rear left and right passenger
windows, respectively.

The passenger's door only has a switch to
operate the passenger's window (D.
The power windows can only be operated
when the ignition switch is in the "ON"
position.

• For 2-Door model
To open a window, push the lower part
of the switch and to close a window
push the upper part of the switch.

4-Door model

Driver's
side

Console

Passenger's
door
(front, rear)

• For 4-Door model
To open a window, push the top part of
the switch and to close the window
lift up the top part of the switch.

The driver's window has an auto-down
feature for added convenience (at toll
booths or drive-through restaurants,
for example). This means you can
open the window without holding the
window switch in the "Down" posi-
tion. Press the driver's window switch
completely down and release it. To
it reaches the bottom, pull the switch up
briefly.

2-4 10



BEFORE DRIVING
60A23-08040

MIRRORS

You should always push in the lock
button when there are children in the
vehicle. Children can be seriously
injured if they get part of their body
caught by the window during opera-
tion.

Day driving Night driving

Rear Side Window (2-door model)
To open the rear side window, move the
lock lever forward and outward. To close
the window, pull the lever inward and
rearward until it clicks into position.

Day-Night Rearview Mirror (If Equipped)
To adjust the inside rearview mirror, set
the selector tab to the day position, then
move the mirror up, down, or sideways to
obtain the best view.

When driving at night, you can move the
selector tab to the night position to
reduce glare from the headlights of
vehicles behind you.

11 2-5

The driver's door also has a lock button
for the passenger's window(s). When you
push in the lock button, the passenger's
window(s) can not be raised or lowered
by operating either of the switches (2) or
(3), and (4) or (5) in 4-door models. To
restore normal operation, release the lock
button by pushing on it again.



BEFORE DRIVING

Always adjust the mirror with the
selector set to the day position.
Only use the night position if it is
necessary to reduce glare from the
headlights of vehicles behind you.
Be aware that in this position you
may not be able to see some ob-
jects that could be seen in the day
position.

Outside Rearview Mirrors
Adjust the outside rearview mirrors so
you can just see the side of your vehicle
in the mirrors.

The passenger's side mirror is a convex
(curved surface) mirror. Objects seen in
this mirror will look smaller and appear
farther away than when seen in a flat
mirror.

Be careful when judging the size or
distance of a vehicle or other object
seen in the side convex mirror. Be
aware that objects look smaller and
appear farther away than when seen
in a flat mirror.

Power Mirror Control (If Equipped)
The switch to control the power rearview
mirrors is located on the instrument panel.
You can only adjust the mirrors when the
ignition switch is in the "ON" position. To
adjust the mirrors:

1) Move the selector switch to the left or
right to select the mirror you wish to
adjust.

2) Press the outer part of the switch that
corresponds to the direction you wish
to move the mirror.

3) Return the selector switch to the
center position to help prevent
unintended adjustment.

2-6 12



60A23-02050

SEAT ADJUSTMENT

BEFORE DRIVING

Never attempt to adjust the driver's
seat or seatback while driving. The
seat or seatback could move unex-
pectedly, causing loss of control. Be
sure that the driver's seat and seat-
back are properly adjusted before you
start driving.

Adjusting Seat Position
The adjustment lever for each front seat is
located under the front of the seat, on
the outboard side. The adjustment levers
for each split folding rear seat in the
2-door model are located under the front
and rear of the seat, on the inboard side.
To adjust the seat position, pull up on the
adjustment lever and slide the seat for-
ward or rearward. After adjustment, try
to move the seat forward and rearward
to ensure that it is securely latched.

To avoid excessive seat belt slack,
which reduces the effectiveness of
the seat belts as a safety device, make
sure that the front seats and split
folding rear seats are adjusted before
the seat belts are fastened.
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BEFORE DRIVING

Adjusting Seatbacks
The front and rear seatbacks can be ad-
justed to different angles. To adjust the
seatback angle of front seats, pull up the
lever on the outboard side of the seat,
move the seatback to the desired posi-
tion, and release the lever to lock the seat-
back in place.

To adjust the seatback angle of rear seats:
a) Pull up the knob on the top of a split

folding seat.
or
Pull up both knobs on the top of a
onepiece seat.

Split folding rear seat in the 2-door model

5 positions

b) Move the seatback to one of the lock
positions. Split folding seats in the
2-door model have five lock positions
and other rear seats have two lock
positions.

c) Release the knob(s) to lock the seat-
back in position. After adjustment, try
moving the seatback to make sure it
is securely locked.

Other rear seats

2 positions

r-l

Seatbacks should always be in a fair-
ly upright position when the vehicle is
being used, or seat belt effectiveness
may be reduced. Seat belts are
designed to offer maximum protec-
tion when seatbacks are in the fully
upright position.
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BEFORE DRIVING
60A23-02060

HEAD RESTRAINTS (If Equipped)

Walk-In Type Seats (2-door model)
The front seats are walk-in type seats,
which move to provide easy entry to and
exit from the rear seat(s). You can move
a walk-in seat from outside the vehicle by
pulling up the lever on the outboard side
of the seat. You can move the front
passenger's seat from inside the vehicle
by pulling on the rear ring. When you
release a walk-in seat, it will automatically
slide forward and the seatback will fold
forward.

Before returning a walk-in seat to
its normal seating position, make
sure that the feet of the passenger
in the rear seat are out of the way.
After returning the seat to its nor-
mal seating position, make sure it
is securely latched.

Head restraints are designed to help
reduce the risk of neck injuries in case of
an accident.
Adjust the head restraint to the position
which places the top of the head restraint
closest to the top of your ears.

Never drive the vehicle with the
head restraints removed.

* Do not attempt to adjust the head
restraint while driving.

15 2-9



BEFORE DRIVING
60A23-02070

SEAT BELTS AND CHILD
RESTRAINT SYSTEMS

(For front seat in the 2-door model)
Pull upward on the restraint to raise it to
the first position. To raise it higher (or to
lower), pull upward on the restraint (or
push it down) while pushing in the
release.

(For front seat in the 4-door model)
To raise the head restraint, pull upward on
the restraint until it clicks. To lower the
restraint, push down on the restraint
while holding in the lock lever. If a head
restraint must be removed (for cleaning,
replacement, etc.), push in the lock lever
and pull the head restraint all the way out.

(For split rear seat in the 4-door model)
The head restraints do not have different
height positions; they should remain ful-
ly inserted. If a head restraint must be
removed (for cleaning, replacement, etc.),
push in the release and pull the head
restraint all the way out. To reinstall, ful-
ly insert the head restraint while pushing
in the release.

2-10 16



BEFORE DRIVING

Front and Rear Lap-Shoulder Belts
Pull the buckle tongue attached to the
seat belt across your body and press it in-
to the buckle catch until you hear a
"click". The buckle catch is located at the
inboard side of the seat. To reduce the risk of
sliding under the belt during a collision,
position the lap portion of the belt across
your lap as low on your hips as possible
and adjust it to a snug fit by pulling the
shoulder portion of the belt upward
through the latch plate.

The length of the diagonal shoulder strap
adjusts itself to allow freedom of move-
ment. The seat belt has an emergency

locking retractor (ELR), which is de-
signed to lock the seat belt only during
a sudden stop or impact. To unfasten the
belt, press the release button on the
buckle catch.

NOTE:
The front passenger's seat belt and the
rear seat belts havs emergency locking
retractors (ELRs) that can be temporarily
converted to function as automatic lock-
ing retractors (ALRs). The ALR mode
should be used if you need to secure a
child restraint system in the seat. Refer
to the CHILD RESTRAINT section for
details.

Seat Belt Inspection
Periodically inspect the seat belts to make
sure they work properly and are not
damaged. Check the webbing, buckles,
latch plates, retractors, anchorages, and
guide loops. Replace any seat belts which
do not work properly or are damaged.

The front passenger's seat lap-shoulder
belt has a small loop of webbing lightly
stitched into the belt under the plastic
sleeve, as shown in the illustration.
Periodically inspect the belt to see if the
loop has been pulled out (making the
"REPLACE BELT" label .visible). If the
"REPLACE BELT" label is visible, you must
replace the belt to help restore optimum
restraint system effectiveness.

2-1117



BEFORE DRIVING

Be sure to inspect all seat belt
assemblies after any collision. Any
seat belt assembly which was in use
during a collision (other than a very
minor one) should be replaced, even
if damage to the assembly is not ob-
vious. Any seat belt assembly which
was not in use during a collision
should be replaced if it does not func-
tion properly or is damaged in any
way.

Child Restraint Systems
Suzuki highly recommends that you use
a child restraint system to restrain infants
and small children. Many different types
of child restraint systems are available;
make sure that the restraint system you
select meets Federal Motor Vehicle Safe-
ty Standards.

All child restraint systems are designed to
be secured in vehicle seats by lap belts
or the lap portion of lap-shoulder belts.
Whenever possible, Suzuki recommends
that child restraint systems be installed on
the rear seat. According to accident
statistics, children are safer when proper-
ly restrained in rear seating positions than
in front seating positions.

2-12

When using a child restraint in the front
passenger's seat, adjust the passenger's
seat as far back as possible.

Children could be endangered in a
crash if their child restraints are not
properly secured in the vehicle. When
installing a child restraint system, be
sure to follow the instructions below.

Installation-Child Restraint with no Top
Strap
Install your child restraint system accor-
ding to the instructions provided by the
child restraint system manufacturer. If
you install the child restraint system in
the front seat, be sure to slide the seat
to the rearmost position. After making
sure that the seat belt is securely latched:

1) Pull all of the remaining webbing out
of the retractor. You will hear a click,
which means that the emergency lock-
ing retractor (ELR) has converted to
function as an automatic locking
retractor (ALR).

2) Allow the extra webbing to retract, and
pull the webbing toward the retractor
to take up any slack. Make sure that
the lap portion of the belt is tight
around the child restraint system and

the shoulder portion of the belt is posi-
tioned so that it can not interfere with
the child's head or neck.

3) Make sure that the retractor has con-
verted to the ALR mode by trying to
pull webbing out of the retractor. If the
retractor is in the ALR mode, the belt
will be locked.

If the retractor is not in the ALR mode,
the child restraint system can move or
tip over when your vehicle turns or
stops abruptly.

4) Try moving the child restraint system
in all directions, to make sure it is
securely installed. If you need to

18



BEFORE DRIVING

tighten the belt, pull more webbing
toward the retractor.

When you unbuckle the seat belt and
allow it to retract to a certain length, the
retractor will automatically revert back to
the normal ELR mode.

Installation—Child Restraint with Top
Strap
If you need to install a child restraint that
requires a top strap, follow the instruc-
tions below:

• For 4-door model:
Have your dealer install the top strap
anchor bracket for your child restraint
system or contact your dealer for in-
structions on how to install the anchor

bracket. Anchorages are located on
either side of the rear of the luggage
compartment. Once the anchor
bracket has been installed, install the
child restraint system as follows:
1) Secure the child restraint on the rear

seat using the procedure described
above for securing a restraint
system that does not require a top
strap.

2) Hook the top strap to the anchor
bracket and tighten the top strap
according to the instructions provid-
ed by the child restraint system
manufacturer. When routing the top
strap, be sure to pass it between the
head restraint and the rear seatback
as shown.

For 2-door model
If the right front passenger's seat of
your vehicle has an adjustable head
restraint, you can install a child
restraint which reguires a top strap on
the seat by following the instructions
below. If the right front passenger's
seat of your vehicle has an integrated
head restraint, there is no place in
your vehicle to install a child restraint
which reguires a top strap.

2-1319



BEFORE DRIVING

A child restraint which requires a
top strap may only be installed in
the right front passenger's seat.
There is no place behind the rear
seat to install a top strap anchor,
so a child restraint that requires a
top strap can not be properly
secured in the rear seat.
When a child restraint which re-
quires a top strap is secured in the
right front passenger's seat, no
one can sit in the right rear seat
position.

Install the child restraint system as
follows:
1) Secure the child restraint on the right

front passenger's seat using the pro-
cedure described above for securing a
restraint system that does not reguire
a top strap.

2) Pass the top strap between the head
restraint and the seatback and snap
the top strap hook through the hole on
the latch plate of the right rear lap-
shoulder belt.

3) Remove any slack from the top strap
according to the instructions provided
by the restraint system manufacturer.

4) Pull all of the remaining webbing out
of the rear seat belt retractor. You will
hear a click, which indicates that the
retractor has converted to the ALR
mode.

5) Allow the extra webbing to retract, and
pull the webbing toward the retractor
to take up any slack.

6) Make sure the child restraint is se-
cured, and the top strap and web-
bing are tight.

To unhook the top strap, loosen the strap
by tilting the seatback rearward.

.
2-14 20



BEFORE DRIVING

* Never allow persons to ride in the
cargo area of a vehicle. In the event
of an accident, there is a much
greater risk of injury for persons
who are not riding in a seat with
their seat belt securely fastened.

* Seat belts should always be ad-
justed so the lap portion of the belt
is worn low across the pelvis, not
across the waist. Shoulder straps
should be worn on the outside
shoulder only, and never under the
arm. Seat belts should never be
worn with the straps twisted and
should be adjusted as tightly as is
comfortable to provide the protec-
tion for which they have been
designed. A slack belt will provide
less protection than one which is
snug.

* Make sure that each seat belt
buckle is inserted into the proper
buckle catch. It is possible to cross
the buckles in the rear seat.

* Do not wear your seat belt over
hard or breakable objects in your
pockets or on your clothing. If an

(Continued)

(Continued)
accident occurs, objects such as
glasses, pens, etc. under the seat
belt can cause injury.

* Never use the same seat belt on
more than one occupant and never
attach a seat belt over an infant or
child being held on an occupant's
lap. Such seat belt use could cause
serious injury in the event of an ac-
cident.

* Pregnant women should use seat
belts, although specific recommen-
dations about restraint use should
be made by the woman's physi-
cian.

* Periodically inspect seat belt as-
semblies for excessive wear and
damage. Seat belts should be re-
placed if webbing becomes frayed,
contaminated, or damaged in any
way. It is essential to replace the
entire seat belt assembly after it
has been worn in a severe impact,
even if damage to the assembly is
not obvious.

* Infants and small children should
never be transported unless they

(Continued)

(Continued)
are properly restrained. Restrain
systems for infants and small child-
ren can be purchased commercially
and should be used. Make sure that
the system you purchase meets
Federal Motor Vehicle Safety Stan-
dards. Read and follow all the
directions provided by the manu-
facturer.

* Avoid contamination of seat belt
webbing by polishes, oils, chemi-
cals, and particularly battery acid.
Cleaning may safely be carried out
using mild soap and water.

* For children, if the shoulder belt ir-
ritates the neck or face, move the
child closer to the center of the
vehicle.

* Seatbacks should always be in a
fairly upright position when the
vehicle is being used, or seat belt
effectiveness may be reduced.
Seat belts are designed to offer
maximum protection when seat-
backs are in the fully upright
position.

2-1521



STEERING COLUMN CONTROLS
60A23-03000

STEERING COLUMN CONTROLS
Ignition Switch 3-1
Lighting/Turn Signal Control Lever 3-3
Hazard Warning Switch 3-4
Windshield Wiper and Washer Lever 3-4
Tilt Steering Lock Lever (If Equipped) 3-5
Cruise Control (If Equipped) 3-6
Horn 3-7
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STEERING COLUMN CONTROLS
60A23-03010

IGNITION SWITCH

To avoid possible injury, do not op-
erate controls by reaching through the
steering wheel.

The ignition switch has the following four
positions:

LOCK
This is the normal parking position. It is
the only position in which the key can be
removed.

MANUAL TRANSMISSION

PUSH

TURN TO "LOCK"

Manual Transmission Vehicles
You must push in the key to turn it to
the "LOCK" position. It locks the igni-
tion, and prevents normal use of the
steering wheel after the key is
removed.

Automatic Transmission Vehicles
The shift lever must be in the "P"
(Park) position to turn the key to the
"LOCK" position. It locks the ignition
and prevents normal use of the steer-
ing wheel and shift lever.

3-1 24



STEERING COLUMN CONTROLS

If the shift lever can not be shifted out
of Park in the normal way, pushing the
return plate © rearward with the key in
the "ON" or "ACC" position will permit
movement of the shift lever out of "P".
(see "Emergency Shifting out of "P"
(Park)" of "USING THE TRANSMISSION"
in "OPERATING YOUR VEHICLE " sec-
tion.). The shift lever can be moved back
to "P" without pushing the return plate
© rear ward.

To release the steering lock, insert the key
and turn it clockwise to one of the other
positions. If you have trouble turning the
key to unlock the steering, try turning the
steering wheel slightly to the right or left
while turning the key.

ACC
Accessories such as the radio can ope-
rate, but the engine is off.

ON
This is the normal operating position. All
electrical systems are on.

START
This is the position for starting the engine
using the starter motor. The key should
be released from this position as soon as
the engine starts.

For manual transmission vehicles,
never remove the ignition key while
the vehicle is moving. The steering
wheel will lock and you will not be
able to steer the vehicle.
Do not leave children alone in a
parked vehicle, and always remove
the keys. Unattended children
could cause accidental movement
of the vehicle, which could result
in severe personal injury.

A CAUTION
Do not turn the starter motor for
more than five seconds at a time.
If the engine does not start, wait
five to ten seconds before trying
again. If the engine does not start
after several attempts, check the
fuel and ignition systems or consult
your SUZUKI dealer.
Do not leave the ignition switch in
the "ON" position if the engine is
not running or the battery will
discharge.
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60A23 03020

LIGHTING/TURN SIGNAL CONTROL
LEVER

This control lever is located on the out-
board side of the steering column. Ope-
rate the lever as described below.

Lighting Operation
To turn the lights on or off, twist the knob
on the end of the lever. There are three
positions: in the "OFF" position all lights
are off; in the middle position the front
parking lights, tail-lights, licence plate
light, and instrument lights are on, but
the headlights are off; in the third posi-
tion the headlights come on in addition
to the other lights.

With the headlights on, push the lever for-
ward to switch to the high beams or pull
the lever toward you to switch to the low
beams. When the high beams are on, a
light on the instrument panel will come
on. To momentarily activate the high
beams as a passing signal, pull the lever
slightly toward you and release it when
you have completed the signal.

Day time Running Light (D.R.L.) System
(For Canada)
The headlights light, but are dimmer than
the low beam, when the following three
conditions are all met. Also, the D.R.L. in-
dicator light on the instrument panel
comes on.

Conditions for D.R.L. system operation:
1. The engine is running.
2. The parking brake is released.
3. The lighting switch is at either the

"OFF" or the "middle" position.

NOTE:
Be sure to turn the lighting switch to the
third position at night or at any time of the
day when driving or weather conditions
require the headlights to operate at full
brightness and the taillights to be on.

Lights "On" Reminder
A buzzer/chime sounds to remind you to
turn off the lights if they are left on
when the ignition switch is turned to the
"OFF", "LOCK", or "ACCESSORY" posi-
tion.

3-3 21



STEERING COLUMN CONTROLS
60A 23-03030

HAZARD WARNING SWITCH

Turn Signal Operation
With the ignition switch in the "ON" posi-
tion, move the lever up or down to ac-
tivate the right or left turn signals.

Normal Turn Signal
Move the lever all the way up to
signal a right turn or all the way down
to signal a left turn. When the turn is
completed, the signal will cancel and
the lever will return to its normal posi-
tion.

Lane Change Signal
In some turns, such as changing lanes,
the steering wheel is not turned far
enough to cancel the turn signal. For
convenience, you can flash the turn
signal by moving the lever part way
and holding it there. The lever will
return to its normal position when you
release it.

60A23-03040

WINDSHIELD WIPER AND WASHER
LEVER

Push down the hazard warning switch to
activate the hazard warning lights. All four
turn signal lights and both turn signal in-
dicators will flash simultaneously. To turn
off the lights, push the switch again.

Use the hazard warning lights to warn
other traffic during emergency parking or
when your vehicle can otherwise become
a traffic hazard.

Windshield Wipers
To turn the windshield wipers on, twist
the knob on the end of the lever to one
of the three operating positions. In the
"INT" position (if equipped), the wipers
operate intermittently (once every 3 to 5
seconds). The "INT" position is very con-
venient for driving in mist or light rain. In
the "LO" position, the wipers operate at
a steady low speed. In the "HIGH" posi-
tion, the wipers operate at a steady high
speed. To turn off the wipers, twist the
knob back to the "OFF" position. To wipe
mist off the windshield, you can operate
the wipers for just a few cycles by
pushing down on the wiper and washer
lever. The wipers will operate without
spraying washer fluid until you release the
lever.
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Windshield Washer
To spray windshield washer fluid, pull
the lever toward you. The windshield
wipers will automatically turn on at low
speed if they are not already on and the
"INT" position is equipped.

To prevent windshield icing in cold
weather, turn on the defroster to
heat the windshield before and
during windshield washer use.
Do not use radiator antifreeze in
the windshield washer reservoir. It
can severely impair visibility when
sprayed on the windshield, and can
also damage your vehicle's paint.

A CAUTION
To help prevent damage to windshield
wiper and washer system com-
ponents, you should take the follow-
ing precautions:
* Do not continue to hold in the

lever when there is no windshield
washer fluid being sprayed or the
washer motor can be damaged.

* Do not attempt to remove dirt from
a dry windshield with the wipers or
you can damage the windshield
and the wiper blades. Always wet
the windshield with washer fluid
before operating the wipers.

* Clear ice or packed snow from the
wiper blades before using the
wipers.

* Check the washer fluid level re-
gularly. Check it often when the
weather is bad.

* Only fill the washer fluid reservoir
3/4 full during cold weather to
allow room for expansion if the
temperature falls low enough to
freeze the solution.

60A23-03050

TILT STEERING LOCK LEVER
(If Equipped)

3-5

The tilt steering lock lever is located on
the left side of the steering column. To ad-
just the steering wheel height:
1) Push down on the lock lever to unlock

the steering column.
2) Tilt the steering wheel to the desired

height and lock the steering column by
pulling the lock lever all the way up.

3) Try moving the steering wheel up and
down to make sure it is securely
locked in position.

Never attempt to adjust the steering
wheel height while the vehicle is mov-
ing or you could lose control of the
vehicle.
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60A23-03060

CRUISE CONTROL (If Equipped)

To help avoid loss of vehicle control,
do not use the cruise control system
when driving in heavy traffic, on slip-
pery or winding roads, or on steep
downgrades.

The cruise control system allows you to
maintain a steady speed without keeping
your foot on the accelerator pedal. The
controls for operating the cruise control
system are on the windshield wiper lever
and there is an on/off switch for the
system on the instrument panel. When
the system is on, an indicator light on the
instrument panel switch will be lit. You
can use the cruise control system at

ACCEL
RESUME

SET COAST

CANCEL

speeds of about 25 mph (40 km/h) or
higher.

To Set Cruising Speed
Turn on the cruise control system by
pushing the "CRUISE" button on the in-
strument panel. Accelerate to the desired
speed, push the "SET COAST" button on
the control lever all the way in, and then
slowly release the button. Take your foot
off the accelerator pedal and the set
speed will be maintained.

With the cruise control on, you can in-
crease speed for passing by using the ac-
celerator pedal. When you take your foot
off the pedal, your vehicle will return to
the set speed.

To Change Cruising Speed
To reset the cruise control to a slower
speed, hold the "SET COAST" button in
until the vehicle has slowed to the desired
speed, then slowly release the button.
The new speed will be maintained.

To reset the cruise control to a faster
speed, use either of the following pro-
cedures:

a) Turn the control lever to the "ACCEL
RESUME" position and hold it there.
Vehicle speed will steadily increase.
When you release the lever, the new
speed will be maintained.

b) Accelerate to the desired speed using
the accelerator pedal and press the
"SET COAST" button all the way in.
When you slowly release the button,
the new speed will be maintained.

To Cancel
To cancel cruise control operation, use
one of the following procedures:

a) Slightly depress the brake pedal or
clutch pedal, or turn the control lever
to the "CANCEL" position. Cruise con-
trol operation will be cancelled until
you reset a cruising speed using "AC-
CEL RESUME" or.the "SET COAST"
button.
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b) Push the cruise control "OFF" button
on the instrument panel. Cruise con-
trol operation will be cancelled until
you turn on the system by pushing the
"CRUISE" button and reset a cruising
speed using the "SET COAST" button.

Cruise control operation will also be
cancelled any time the vehicle speed falls
below 25 mph (40 km/h). The cruise con-
trol system will be turned off each time
the ignition switch is turned off.

60A23-03070

HORN

To "Resume" a Previously Set Speed
After canceling cruise control operation
without turning off the instrument panel
switch, you can "resume" a previously set
speed by accelerating to 25 mph (40
km/h) or more and holding the control
lever in "ACCEL RESUME" position for
about one second. When you release the
lever the vehicle will accelerate to and
maintain the previously set speed.

Press the center piece of the steering
wheel to sound the horn. The horn will
sound with the ignition switch in any
position.
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60A23-040OO

INSTRUMENT PANEL
Warning and Indicator Lights 4-3
Speedometer/Odometer/Tripmeter 4-6
Tachometer 4-6
Fuel Gauge 4-7
Temperature Gauge 4-7
Instrument Light Brightness Control 4-7
Rear Window Wiper/Washer Switch (If Equipped) 4-8
Rear Window Defroster Switch (If Equipped) 4-8
Cigarette Lighter and Ashtray 4-8
Clock (If Equipped) 4-9
Glove Box 4-9
Heater System 4-10
Air Conditioning System (If Equipped) 4-12
AM(/FM) Radio with Digital Display (If Equipped) 4-14
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Instrument cluster
Ignition switch
Lighting switch/Turn signal and
dimmer switch
Windshield wiper and washer
switch
Hazard warning switch
Other switches (if equipped)
Heater control panel

Radio (if equipped)
Cigarette lighter (if equipped)
Ashtray
Clock (if equipped)
Center ventilator
Side ventilator
Side defroster
Glove box
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Speedometer
Odometer
Trip meter
Trip meter reset knob
Fuel gauge
Temperature gauge
Warning and indicator lights

Speedometer
Odometer
Trip meter
Trip meter reset knob
Tachometer (if equipped)
Fuel gauge
Temperature gauge
Warning and indicator lights
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60A23-04010

WARNING AND INDICATOR LIGHTS

Brake System Warning Light
This light comes on briefly when the ig-
nition switch is turned to the "ON" posi-
tion. The light also comes on under the
following four conditions: 1) when the ig-
nition switch is turned to the "START"
position, 2) when the parking brake is
engaged, and 3) when the fluid in the
brake fluid reservoir falls below the
specified level, or 4) when there is
malfunction in the rear wheel anti-lock
brake system. The light should go out
after starting the engine and fully releas-
ing the parking brake, if the fluid level in
the brake fluid reservoir is adequate.
If the brake system warning light comes
on while you are driving the vehicle, it
may mean that there is something wrong
with the vehicle's brake system. If this
happens, you should:

1) Pull off the road and stop carefully.

4-3

Remember that stopping distance
may be longer, you may have to push
harder on the pedal, and the pedal
may go down farther than normal.

2) Test the brakes by carefully starting
and stopping on the shoulder of the
road.

3) If you determine that it is safe, drive
cautiously at low speed to the nearest
dealer for repairs,

or
4) Have the vehicle towed to the nearest

dealer for repairs.

If any of the following conditions
occur, you should immediately ask
your SUZUKI dealer to inspect the
brake system.
* If the brake system warning light

does not go out after the engine
has been started and the parking
brake has been fully released.

* If the brake system warning light
does not come on when the igni-
tion switch is turned to the
"START" position.

* If the brake system warning light
comes on at any time during vehi-
cle operation.

NOTE
Because the disc brake system is self-
adjusting, the fluid level will drop as the
brake pads become worn.
Replenishing the brake fluid reservoir is
considered normal periodic maintenance.

Oil Pressure Light
This light comes on when the ignition
switch is turned on, and goes out when
the engine is started. The light will come
on and remain on if there is insufficient
oil pressure. If the light comes on when
driving, pull off the road as soon as you
can and stop the engine. Check the oil
level and add oil if necessary. If there is
enough oil, the lubrication system should
be inspected by your SUZUKI dealer
before you drive the vehicle again.
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A CAUTION
If you operate the engine with this
light on, severe engine damage can
result.
Do not rely on the Oil Pressure
Light to indicate the need to add
oil. Be sure to periodically check
the engine oil level.

Charging Light
This light comes on when the ignition
switch is turned on, and goes out when
the engine is started. The light will come
on and remain on if there is something
wrong with the battery charging system.
If the light comes on when the engine is
running, the charging system should be
inspected immediately by your SUZUKI
dealer.

Seat Belt Warning Light
When the ignition switch is turned to the
"ON" position, this light comes on for
about 6 seconds to remind the occupants
to fasten their seat belts.

At the same time the warning light is lit,
a buzzer sounds as a reminder if the
driver's seat belt is not buckled.

It is absolutely essential that the driver
and passengers wear their seat belts
at all times. Persons who are not
wearing seat belts have a much
greater risk of injury if an accident oc-
curs. Make a regular habit of buckling
your seat belt before putting the key
in the ignition.

CHECK
ENGINE

Malfunction Indicator Lamp
("CHECK ENGINE")
Your vehicle has a computer-controlled
emission control system. A malfunction
indicator lamp is provided on the instru-
ment panel to indicate when it is neces-
sary to have the emission control system
serviced. The malfunction indicator lamp
comes on when the ignition switch is
turned on to let you know the bulb is
working and goes out when the engine
is started.

If the malfunction indicator lamp comes
on when the engine is running, service to
the emission control system is necessary.
Bring the vehicle to your SUZUKI dealer
to have the emission control system
serviced.
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Continuing to drive the vehicle when
the malfunction indicator lamp is on
can cause permanent damage to the
vehicle's emission control system,
and can affect fuel economy and
driveability.

"POWER" indicator light (if equipped)
When the ignition switch is turned to
"ON" with the power mode selector
switch turned to "N" (normal), this in-
dicator comes on briefly to let you know
the bulb is working.

When the power mode selector switch
is turned to "P" (power) with the ignition
switch in the "ON" position, this indi-
cator comes on and remains on.

"O/D OFF" indicator light (if equipped)
When the ignition switch is turned to
"ON" with the 4-speed automatic trans-
mission in the 4-speed mode (3-speeds
plus overdrive), this light comes on brief-
ly to let you know the bulb is working.

When the automatic transmission is con-
verted to the 3-speed mode (overdrive is
off) with the ignition switch in the "ON"
position, this indicator comes on and
stays on.

Turn Signal Indicators
When you turn on the left or right turn
signals, the corresponding green arrow
on the instrument panel will flash along
with the respective turn signal lights.

When you turn on the hazard warning
switch, both arrows will flash along with
all of the turn signal lights.

High Beam Indicator Light
This indicator comes on when headlight
high beams are turned on.

"4WD" Indicator Light (if equipped)
This indicator comes on when the igni-
tion switch is in the "ON" position and
the transfer lever is in one of the four-
wheel drive positions; either "4H" or "4L".

4-5
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60A23-0W20

SPEEDOMETER/ODOMETER/
TRIPMETER (if equipped)

60A23-04030

TACHOMETER (if equipped)

Daytime Running Light (D.R.L.) Indicator
Light (For Canada)
With the D.R.L. system, the headlights
light, but are dimmer than the low beam,
when the following three conditions are
all met. Whenever the D.R.L. system is
operating, the D.R.L. indicator light re-
mains on.

Conditions for D.R.L. system operation
1. The engine is running.
2. The parking brake is released.
3. The lighting switch is at either the

"OFF" or the "middle" position.

The speedometer indicates vehicle speed The tachometer indicates engine speed in
in km/h and miles/h. The odometer revolutions per minute,
records the total distance the vehicle
has been driven. The trip meter can be
used to measure the distance traveled
on short trips or between fuel stops. You
can reset the tripmeter to zero by push-
ing the reset knob.

A CAUTION
Never drive with the engine speed
indicator in the red zone or severe
engine damage can result.

A CAUTION
Keep track of your odometer reading
and check the maintenance schedule
regularly for required services. In-
creased wear or damage to certain
parts can result from failure to per-
form required services at the proper
mileage intervals.

4-637



INSTRUMENT PANEL
60A23-04040

FUEL GAUGE
60A23-04050

TEMPERATURE GAUGE
60A23-04060

INSTRUMENT LIGHT BRIGHTNESS
CONTROL

This gauge gives an approximate indica-
tion of the amount of gasoline in the fuel
tank. "F" stands for full and "E" stands
for empty.

When the ignition switch is on, this gauge
indicates the engine coolant temperature.
Under normal driving conditions, the in-
dicator should stay within the normal, ac-
ceptable temperature range between "H"
and "C". If the indicator goes outside this
range and approaches "H", overheating is
indicated. Follow the instructions in the
ENGINE OVERHEATING section.

Turn this control knob counterclockwise ;
to dim the instrument lights and clock-l

wise to brighten them. i

A CAUTION
Continuing to drive the vehicle when
engine overheating is indicated can
result in severe engine damage.
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REAR WINDOW WIPER/WASHER
SWITCH (If Equipped)

60A23-04080

REAR WINDOW DEFROSTER
SWITCH (If Equipped)

With the ignition switch in the "ON" posi-
tion, push the top switch to turn on the
rear wiper. To turn the wiper off, push the
switch again.

To spray window washer fluid, hold in the
bottom switch. Washer fluid will stop
spraying when you release the switch.

When the rear window is fogged, push
this switch to clear the window. An in-
dicator light below the switch will be lit
when the defroster is on. The defroster
will only work when the ignition switch
is in the "ON" position. To turn off the
defroster, push the switch again.

CAUTION
Clear ice or snow from the rear win-
dow and rear wiper blade before us-
ing the rear wiper. Accumulated ice or
snow could prevent the wiper blade
from moving, causing damage to the
wiper motor.

A CAUTION
The rear window defroster uses a
large amount of electricity. Be sure to
turn off the defroster after the win-
dow has become clear.

60A23-0W90

CIGARETTE LIGHTER AND
ASHTRAY

Cigarette Lighter (If Equipped)
To use the cigarette lighter, push it all
the way into the receptacle and release
it. It will automatically heat up and will
pop out to its normal position when it is
ready for use.

Ashtray
To remove the front panel ashtray for
cleaning, push down on the metal plate,
and pull the ashtray completely out of its
holder.
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60A23-04100

CLOCK (if equipped)

Your vehicle has either type 1 or type 2
rear ashtrays, as shown above. To remove
a type 1 ashtray, simply pull it up. To
remove a type 2 ashtray, push down on
the tongue and pull the ashtray out of its
holder.

Make sure tobacco is fully extin-
guished before closing the ashtrays.
Never throw waste in the ashtrays: it
could create a fire hazard.

The clock operates as long as the battery
remains connected and power is supplied
to the system. To set the clock, follow the
instructions below.

To set the minute display:
• Push the S knob to reset the minute

display to zero. The hour display may
also be affected when the minute
display is reset. For example, times bet-
ween 1:01-1:29 will be reset to
1:00 and times between 1:30-1:59
will be reset to 2:00.

• Push the M knob to advance the
minute display.

To set the hour display:
Push the H knob to advance the hour
display.

60A23-04120

GLOVE BOX

To open the glove box, pull the latch lever.
To close it, push the lid until it latches
securely. Lock the glove box by inserting
the key and turning it clockwise and
unlock the glove box by turning the key
counterclockwise.

Never drive with the glove box lid
open. It could cause injury if an acci-
dent occurs.
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60A23-04130

HEATER SYSTEM

The heater system provides heating,
defrosting, and ventilation.

a. Windshield defroster
b. Side defroster
c. Side outlet
d. Center outlet
e. Floor outlet

FRESH AIR

41 4.10

RECIRCULATED AIR



INSTRUMENT PANEL

Description of Controls
Function Lever (1) : This lever is used to
select one of the functions described be-
low.

VENTILATION 2: Temperature-
controlled air comes out of the
center and side air outlets.

BI-LEVEL 3: Temperature-con-
trolled air comes out of the floor
outlets and cooler air comes out
of the center and side outlets.
When the temperature control
lever is in the fully "COLD" posi-
tion or fully "HOT" position,
however, the air from the floor
outlets and the air from the cen-
ter and side outlets will be the
same temperature.

HEATER 4 : Temperature-con-
trolled air comes out of the floor
outlets.

HEATER & DEFROST 5: Tem-
perature-controlled air comes
out of the floor outlets, the wind-
shield defroster outlets, and the
side defroster outlets.

DEFROST 6 : Temperature-con-
trolled air comes out of the wind-
shield defroster outlets and the
side defroster outlets.

Air Intake Lever 7: This lever is used to
select between circulating outside air
(FRESH AIR) or recirculating inside air
(RECIRCULATEDAIR).

Temperature Control Lever 8: This lever
is used to control the temperature of the
air that comes out of the air outlets.

Fan Lever 9 : This lever is used to turn
on the fan and to select fan speed. There
are five positions: OFF, LOW, MEDIUM,
MEDIUM HIGH, and HIGH.

System Operating Instructions
Natural Ventilation
Move the function lever to "VENTILA-
TION", the air intake lever to "FRESH
AIR", the temperature control lever to the
desired temperature position, and the fan
lever to "OFF". Fresh air will flow through
the vehicle during driving.

Forced Ventilation
The lever settings are the same as for
natural ventilation except you move the
fan lever to a position other that "OFF".

Normal Heating (Using outside air)
Move the function lever to "HEATER", the
air intake lever to "FRESH AIR", the tem-
perature control lever to the desired tem-
perature position, and the fan lever to the
desired fan speed position. Moving the
fan lever to a higher fan speed position
increases heating efficiency.

Quick Heating (Using recirculated air)
The lever settings are the same as for
normal heating except you move the air
intake lever to "RECIRCULATED AIR". If
you use this heating method for an ex-
tended period of time, the air in the vehi-
cle can become contaminated and the
windows can become cloudy. Therefore,
use this method only for quick heating
and change to the normal heating method
as soon as possible.

4-11



INSTRUMENT PANEL

Head Cooled/Feet Warmed Heating
Move the function lever to "BI-LEVEL",
the air intake lever to "FRESH AIR", the
temperature control lever to the desired
temperature position, and the fan lever
to the desired fan speed position. Unless
the temperature control lever is in the fully
"COLD" position or fully "HOT" position,
the air that comes out of the center and
side outlets wi l l be cooler than the air
that comes out of the floor outlets.

Defrosting/Feet Warmed Heating
Move the function lever to "DEFROST &
HEATER", the air intake lever to "FRESH
AIR", the temperature control lever to
the desired temperature posit ion, and
the fan lever to "HIGH". When the wind-
shield has become clear, move the fan
lever to the desired fan speed position.

Defrosting
Move the function lever to "DEFROST",
the air intake lever to "FRESH AIR", the
temperature control lever to the desired
temperature position (Higher temperature
provides more efficient defrosting.), and
the fan lever to "HIGH". When the wind-
shield has become clear, move the fan
lever to the desired fan speed position.

60A23-04HO

AIR CONDITIONING SYSTEM
(If Equipped)

VENTILATION HEATER & DEFROST
DEFROST

FRESH
AIR RECIRCULATED

If your vehicle is equipped with air con-
d i t ion ing , it w i l l have an A/C but ton
located to the right of the air intake lever.
The air conditioning system can be used
to provide cooling and dehumidifying, as
described below. To turn on the air con-
ditioning system, push in the A/C button
and move the fan lever to a position other
than "OFF". An indicator light wil l come
on when the air conditioning system is
on. To tu rn off the air cond i t ion ing
system, push the A/C button again.

During operation of the air conditioner,
you may notice slight changes in engine
speed. These changes are normal, the
system is designed so that the com-
pressor turns on or off to maintain the
desired temperature. Less operation of
the compressor results in better fuel
economy.

System Operating Instructions
Normal Cooling (Using outside air)
Push in the A/C button, move the func-
tion lever to "VENTILATION", the air in-
take lever to "FRESH AIR", the tempe-
rature control lever to the desired tem-
perature position, and the fan lever to the
desired fan speed position. Moving the
fan lever to a higher fan speed position
increases cooling efficiency.

Quick Cooling (Using recirculated air)
The lever settings are the same as for nor-
mal cooling except you move the air in-
take lever to "RECIRCULATED AIR". If you
use this cooling method for an extended
period of time, the air in the vehicle can
become contaminated. Therefore, you
should occasionally move the air intake
lever to "FRESH AIR".
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NOTE
If your vehicle has been left in the sun
with the windows closed, it will cool
faster if you open the windows briefly
while you operate the air conditioner with
the air intake lever at "FRESH AIR" and
the fan at high speed.

Dehumidifying
Push in the A/C button, move the func-
tion lever to the desired function position,
the air intake lever to "FRESH AIR", the
temperature control lever to the desired
temperature position, and the fan lever to
the desired fan speed position.

NOTE
Because the air conditioner dehumidifies
the air, turning it on will help keep the
windows clear, even when blowing
heated air using the DEFROST or HEATER
& DEFROST functions.

NOTE
There are two types of air conditioning
systems used in SUZUKI vehicles. One
type uses refrigerant CFC-12, commonly
called R-12; the other type uses the new
refrigerant HFC-134a, commonly called
R-134a. For each system, the correct
refrigerant must be used. A label located
on the right front side of the engine com-
partment identifies which refrigerant is
used in your vehicle. If "R134a" is printed
on the label, R-134a is used. If "R134a"
is not printed on the label, R-12 is used.

EXAMPLE

Using the wrong refrigerant may
damage the air conditioning system.
The two refrigerants cannot be mix-
ed. Use R-134a if "R134a" is printed
on the label in the engine compart-
ment; use R-12 if "R134a" is not
printed on the label.
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INSTRUMENT PANEL
60A23-04170

AM(/FM) RADIO WITH DIGITAL
DISPLAY (If Equipped)

Display
ST indicator
Preset channel indicator
Display button
Time adjusting button
Power switch/Volume control
Tone control
Balance control
Band (AM/FM) select button
(if equipped)

up down manual tuning (also
used as seek button/minute and
hour adjusting button
Pocket
Preset button (1 to 5)
AM/FM indicator (if equipped)
Time/frequency digital display

Operation of Controls
Power Switch/Volume Control
Push the control knob to turn on the
power. Push it again to turn the power off.
Turn the knob clockwise to increase the
volume and counterclockwise to reduce
the volume.

Manual Tuning Button/Seek Tuning
Press the side of the button to tune
to a higher frequency station. Press
the side of the button to tune to a
lower frequency station. The frequency
changes by 9 KHz (AM) or 0.1 MHz (FM)
at each push of the button. If you hold
the button in, the frequency changes con-
tinuously.

If you hold one side of the manual tuning
button down for longer than half a se-
cond, seek tuning is activated. The fre-
quency increases (or decreases) and
stops automatically when a station is
received, even if you hold the button in.
Press the button again to search for
another station. If you press the button
while the radio is searching for a station,
seek tuning will be immediately canceled.

Display button
When this button is pressed, the radio
frequency is displayed for five seconds,
then the normal time display returns
automatically.

Band Select Button
Press this button to select the desired
band (AM or FM). The band being re-
ceived is indicated by the AM/FM in-
dicator. When the FM band is selected
and a stereo broadcast is being received,
the ST indicator will come on.

Preset Station Buttons
Press the button (1 to 5) to select a sta-
tion that you have preset. The frequency
corresponding to the selected preset sta-
tion appears on the digital display.
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Tone Control
Turning this control clockwise emphasizes
treble tones and turning it counterclock-
wise emphasizes bass tones.

Balance Control
Turning this control clockwise emphasizes
the volume of the right speaker and turn-
ing it counterclockwise emphasizes the
volume of the left speaker.

How to Preset Stations
1) Using manual tuning or seek tuning,

tune to the station you wish to preset.
2) Hold in one of the preset buttons for

about two seconds. When the station
is preset, the number of the preset
channel appears on the preset chan-
nel indicator.

3) Repeat the above procedure to preset
stations for the remaining channels, or
to change stations that you have
already preset.

How to Set the Time
To set the time, hold the time adjust but-
ton in and press the or side of
the manual tuning button. Pressing the

side of the button advances the hour
display and pressing the side of the
button advances the minute display.
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OTHER CONTROLS AND EQUIPMENT
60A2305OOO

OTHER CONTROLS AND EQUIPMENT
Parking Brake Lever 5-1
Pedals 5-1
Gearshift Lever 5-2
Transfer Lever 5-3
Free-Wheeling Hubs 5-3
Fuel Filler Cap 5-5
Folding Seats 5-6
Canvas Top (If Equipped) 5-8
Sun Visor 5-24
Interior Light Switch 5-24
Spot Light (If Equipped) 5-25
Coat Hook (If Equipped) 5-25
Assist Grips 5-26
Engine Hood 5-26
Frame Hooks 5-27
Tire Changing Tools 5-27
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60A23-05010

PARKING BRAKE LEVER

PUSH TO RELEASE PULL TO APPLY

The parking brake lever is located be-
tween the seats. To set the parking
brake, hold the brake pedal down and
pull the parking brake lever all the way
up. To release the parking brake, hold the
brake pedal down, pull up slightly on the
parking brake lever, push the button on
the end of the lever with your thumb,
and lower the lever to its original position.

For automatic transmission vehicles,
always set the parking brake before
moving the gearshift lever to the "P"
(PARK) position. If you park on an incline
and shift into "P" before you set the
parking brake, the weight of the vehicle
may make it difficult to shift out of "P"
when you are ready to drive the vehicle.
When preparing to drive the vehicle, move

the gearshift lever out of the position
before releasing the parking brake.

Never drive your vehicle with the
parking brake set: rear brake effec-
tiveness can be reduced from over-
heating, brake life may be short-
ened, or permanent brake damage
may result.
If the parking brake does not hold
the vehicle securely or does not
fully release, have your vehicle in-
spected immediately by an author-
ized SUZUKI dealer.

Always set the parking brake fully
before leaving your vehicle or it may
roll, causing injury or damage. When
parking, make sure the gearshift lever
for manual transmission vehicles is
in 1st gear or "R" (Reverse) and the
gearshift lever for automatic transmis-
sion vehicles is in "P" (Park). Never
leave the transfer lever in "N" (Neu-
tral) when you are parked. Remember,
even though the transmission is in
gear or in Park, you must set the park-
ing brake fully.

60A23-05020

PEDALS

Clutch Pedal
(For manual transmission)
The clutch pedal is used to disengage
the drive to the wheels when starting the
engine, stopping, or shifting the transmis-
sion lever or transfer lever. Depressing
the pedal disengages the clutch.

A CAUTION
Do not drive with your foot resting on
the clutch pedal. It could result in ex-
cessive clutch wear or clutch damage.
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60A23-05030

GEARSHIFT LEVER

Brake Pedal
Your SUZUKI vehicle is equipped with
front disc brakes and rear drum brakes.
Depressing the brake pedal applies both
sets of brakes.

You may hear occasional brake squeal
when you apply the brakes. This is a nor-
mal condition caused by environmental
factors such as cold, wet, snow, etc.

If brake squeal is excessive and oc-
curs each time the brakes are applied,
you should have the brakes checked
by your SUZUKI dealer.

Do not "ride" the brakes by applying
them continuously or resting your
foot on the pedal. This will result in
overheating of the brakes which could
cause unpredictable braking action,
longer stopping distances, or perma-
nent brake damage.

Accelerator Pedal
This pedal controls the speed of the
engine. Depressing the accelerator pedal
increases power output and speed.

Manual Transmission

Your vehicle is equipped with either a
manual transmission or automatic trans-
mission. The gearshift lever for each
transmission type is shown below. For
details on how to use the transmission,
refer to the USING THE TRANSMISSION
in OPERATING YOUR VEHICLE section.
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60A23-05040

TRANSFER LEVER (if equipped)
60A23-05050

FREE-WHEEUNG HUBS (if equipped)

3 Speed Automatic Transmission

4-Speed Automatic Transmission

OVER DRIVE

The transfer lever is used to change be-
tween 2-wheel drive and 4-wheel drive.
For details on how to use the transfer
lever, refer to the USING THE TRANSFER
LEVER in OPERATING YOUR VEHICLE
section.

Manual Free-Wheeling Hubs
Turn both hub dials to the "FREE" posi-
tion when you shift the transfer lever to
2H. Turning the hubs to the "FREE" posi-
tion keeps the front axle components
from rotating during 2-wheel drive opera-
tion. This provides improved fuel econ-
omy and reduces noise and wear.

Turn both hubs to the "LOCK" position
when you shift the transfer lever to a
4-wheel drive position (4L or 4H). Turn-
ing the hubs to the "LOCK" position con-
nects the drive system to the front
wheels, enabling 4-wheel drive operation.
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If you do not set both hubs to the
"LOCK" position when you shift the
transfer lever to a 4-wheel drive posi-
tion (4L or 4H), the vehicle will not
operate in 4-wheel drive. As a result,
you may not have the traction you ex-
pect on slippery surfaces and may
lose control.

Be careful when you lock and unlock
the hubs. They may be hot and could
burn your fingers.

CAUTION
About once a month you should
drive a few miles with the hubs in
the "LOCK" position and the trans-
fer lever in the 2H position. This
helps keep the operation of the
free-wheeling mechanism smooth
and provides lubrication to the
front axle components.
When locking and unlocking a hub,
turn the hub dial all the way until
it stops and the two marks (•) are
aligned. If you set a hub dial to a
half-engaged position, the hub may
be damaged when you drive the
vehicle.

Automatic Free-Wheeling Hubs
(If Equipped)
Ifyourvehicle is equipped with automatic
free-wheeling hubs, you can lock or
unlock the hubs automatically, without
getting out of the vehicle.

To lock the hubs:
1) Stop the vehicle completely.
2) Disengage the clutch and shift the

transfer lever to one of the 4-wheel
drive positions (4L or 4H).

3) Begin driving slowly. The hubs willlock
automatically when you begin to drive
the vehicle.

To unlock the hubs:
1) Stop the vehicle completely.
2) Disengage the clutch and shift the

transfer lever to 2H.
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OTHER CONTROLS AND EQUIPMENT
60A23-05060

FUEL FILLER CAP

3) Drive the vehicle 4 or 5 feet in the op-
posite direction to the direction you
were traveling before shifting to 2H.
This will unlock the hubs.

4) Begin driving in 2-wheel drive.

When the automatic free-wheeling hubs
are locked, you can alternately select
2-wheel drive and 4-wheel drive by shif-
ting the transfer lever between 2H and 4H
while driving, if the front wheels are in
the straight-ahead position.

CAUTION
When accelerating from a stop with
the transfer lever in one of the 4-
wheel drive positions (4L or 4H), be
sure to press the accelerator pedal
down slowly, especially when traction
is poor. If you try to accelerate too
quickly, the automatic free-wheeling
hubs may not lock, and you may hear
a knocking sound. Continuing to hold
the accelerator pedal down when this
occurs can result in damage to the
automatic free-wheeling hubs.

For fuel filler lid lock

LOCK

UNLOCK

The fuel filler cap is located on the right
rear side of the vehicle. There are three
different types of fuel filler doors. One
type can be opened by using the key,
another type can be opened by pulling up
the opener lever located under the front
outboard end of the driver's seat, and the
third type can simply be opened by hand.

To remove the fuel filler cap:
1) Open the fuel filler door. If the fuel filler

door is not the type that can be o-
pened by hand, you must either insert
the key in the fuel filler door lock and
turn it clockwise or pull up on the
opener lever located under the front
outboard end of the driver's seat.

For fuel filler lid opener

UNLOCK

2) Remove the cap by turning it counter-
clockwise.

CAUTION
Remove the fuel filler cap slowly.
The fuel may be under pressure and
may spray out, causing injury.

To reinstall the fuel filler cap:
1) Turn the cap clockwise until you hear

several clicks.
2) Close the fuel filler door. If the fuel filler

door has a lock, turn the key counter-
clockwise to lock the door.
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60A23-05070

FOLDING SEATS

If you need to replace the fuel cap,
use a genuine SUZUKI cap or its
equivalent. Use of an improper cap
can result in a malfunction of the fuel
system or emission control system. It
may also result in fuel leakage in the
event of an accident.

Gasoline is extremely flammable. Do
not smoke when refueling, and make
sure there are no open flames or
sparks in the area.

Flat Folding Front Seats (if equipped)
The front seats of your vehicle can be
reclined fully back to provide a flat resting
place. To fold back a front seat so it is flat:
1) Remove the head restraint.
2) Slide the seat fully forward.
3) Recline the seatback fully.

NOTE:
Refer to the HEAD RESTRAINTS section
for details on how to raise the head
restraint. Refer to the SEAT ADJUST-
MENT section for details on how to slide
the seat forward and how to recline the
seatback.

Never drive the vehicle with the front
seats folded fully back. Seatbacks
should always be in a fairly upright
position when driving, or seat belt
effectiveness may be reduced. Seat
belts are designed to offer maximum
protection when seatbacks are in the
fully upright position.

Folding Rear Seats
The rear seat(s) of your vehicle can be
folded forward to provide additional cargo
space. To fold the rear seat(s) forward:

1) (2-door model) Fold down the seat belt
buckles.
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2) Pull up the lock knob on the top of
each split seat or pull up both lock
knobs on the top of a one-piece seat,
and fold the seatback(s) forward.

3) Pull up the lever on the rear inboard
side of each split seat in the 2-door
model or pull the center ring at the rear
of other seats, and fold the seat(s)
forward.

4) (For 2-door model)
Unhook the support rod from the bot-
tom of the seat(s) and attach it (them)
to the latch ring(s) on the floor of the
vehicle.

(For 4-door model)
Hook the strap on the right side of the

5-7

NOTE:
If the front seats hinder movement of
the rear seat, slide the front seats
forward.
To return the seat(s) to the normal posi-
tion, reverse the procedure used to fold
the seat(s) forward. After returning the
seat(s) to the normal position, try mov-
ing the seat and seatback to make sure
they are securely latched.

When returning a rear seat to the
normal position, make sure that move-
ment of the seat is unobstructed and
the seat and seatback are securely
latched. If the seat is not securely
latched, the seat belt will not provide

(Continued)

(Continued)
the protection for which it was de-
signed, failure to securely latch the
seat may result in severe personal
injury.

Luggage or other cargo should be
stowed in the luggage compartment
with the rear seat in an upright posi-
tion, whenever possible. If you need
to carry cargo in the passenger com-
partment with the rear seat back fold-
ed forward, be sure to secure the
cargo or it may be thrown about,
causing injury. Never pile cargo higher
than the seatbacks.



OTHER CONTROLS AND EQUIPMENT
• 60A23-05081

CANVAS TOP (If Equipped)

TUCK TYPE CANVAS TOP

FULL-REMOVAL TYPE CANVAS TOP

Exhaust gas
Rear window opened or removed
Folding sunroof opened
Side window glass slightly opened

There are two types of canvas tops, the
tuck type and the full-removal type.
Both types have two special features:
a folding sunroof and a removable rear
window. The tuck type top also has re-
movable side windows.

SHOULD YOU NEED TO OPEN THE REAR
WINDOW

Exhaust gas
Rear window opened or removed
Folding sunroof CLOSED
Side window CLOSED
FRESH AIR
Fan (HIGH SPEED)
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The canvas top is provided only
to offer some protection against
undesirable weather conditions. It
is not designed to hold occupants
inside the vehicle, or to protect
against the intrusion of foreign ob-
jects in the event of an accident.
Wear your seat belt at all times.
Do not modify the center pillar of
your canvas top vehicle. Modifica-
tion or damage can result in reduc-
ed occupant protection in the event
of an accident. If the center pillar
becomes damaged in any way,
have it checked immediately by
your SUZUKI dealer.
Avoid operating the vehicle with
the rear window open or removed.
If it is necessary to open or remove
the rear window, make sure the
folding sunroof and all windows
are closed, and the fan is at high
speed with the air intake lever set
to "FRESH AIR". If you do not
take this precaution, exhaust gas
can enter the vehicle. Refer to the
EXHAUST GAS WARNING section
for details.

CAUTION
To help prevent damage to the canvas
top, you should take the following
precautions:
* Avoid opening the folding sunroof

or removing the canvas top when
the temperature is below 41°F
(5°C). Bending or folding the can-
vas in cold temperatures can cause
damage to the canvas.

* Do not run your canvas top vehicle
through automatic car washes.
The windows can be scratched or
the canvas can be damaged.

* Make sure that the rear and side
windows are clean before tucking
or removing the canvas top. If the
windows are dirty, the dirt can
scratch the windows when the top
is folded.

* Do not tap or beat the plastic win-
dows to remove snow or dust
when the temperature is below
41 °F (5°C). Tapping or beating the
plastic windows in cold tempe-
ratures can damage the windows.

* (For full-removal type top)
Be sure to fully open the rear win-
dow before you open the rear gate.
Attempting to open the rear gate
with the rear window not opened
fully can damage the canvas top.

Opening and Closing the Folding Sunroof
(For both type canvas tops)

Never attempt to open or close the
folding sunroof while driving. You
may lose control of the vehicle or
may damage the canvas top.

To open the folding sunroof, use the
following procedure:

1) After lowering the sun visors, push in
the lock buttons on the front latches
and unhook the latches.
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2) Push the radio antenna all the way in,
then pull back the swing arm as shown
in the illustration. Make sure that the
canvas folds outward as shown.

3) Fasten the strap as shown in the il-
lustration to hold the folded canvas in
position.
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4) Refasten the front latches. Make sure
that you hear a "click" when you close
each of the latches; the "click" in-
dicates that the latch has looked into
place.

To close the folding sunroof, first unhook
the front latches, then reverse the pro-
cedure used to open the sunroof. When
closing the folding sunroof, pay attention
to the following points:

1) Make sure that the canvas remains
hooked to the swing arm at all attach-
ment points when you pull the swing
arm forward.

2) Make sure that you hear a "click"
when you close each of the front lat-
ches; the "click" indicates that the
latch has locked into place.

Opening and Closing the Rear Window
(For both types canvas tops)
To open the rear window, unfasten the
canvas flap at the bottom corner of the
window and unzip the zipper. To close
the rear window, zip the zipper all the way
up and refasten the corner flap.

When closing the rear window, make
sure that it is fully closed and the
corner flap is fastened, or exhaust gas
can enter the vehicle.

NOTE:
If it is hard to unzip the zipper, try
lubricating it with a bar of soap.
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Long groove Short groove

-- Right Left —

Removing and Installing the Rear
Window (For tuck type top)
The rear window of your vehicle is
removale. This allows you to access the
cargo area or to replace the window if it
becomes deteriorated. To remove the
rear window:

1) Open the rear gate fully.
2) Unfasten the canvas flaps at the

lower corners of the rear window.
3) Unzip the zipper ful ly.

4) Hang down the rear window
rearward.

5) Push up the rear window frame lock
on the left end and pull the rear
window frame rearward.

6) Slide the rear window sideward to
remove it from the frame if
necessary.

To install the rear window, reverse the
procedure used to remove it. Make
sure that:

1) the long groove of the frame be in-
stalled to the right retainer first and
then the short groove be installed
to the left retainer,

2) the rear window be positioned by
being slid right or left so the win-
dow fits the canvas top opening,
and
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3) the end of the zipper is pushed all
the way in (as shown in the illustr-
ation above) before zipping up the
zipper.

When installing the rear window,
make sure that it is fully closed and
both corner flaps are fastened, or
exhaust gas can enter the vehicle.

Removing and Installing the Side
Window (For tuck type top)
To remove the side window:

1) Unfasten the top end and rear end
of the side window.

2) Unzip the zipper as far as it goes (to
the position .

3) Unhook the bottom end and
front end of the side window
by pulling it down and forward.

4) Unzip the zipper fully and remove
the side window.
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To install the side window, reverse the
procedure used to remove it.
Be sure to:
1) put the rear bo t tom corner of the

window on the rear part of the ve-
hicle body temporar i ly to engage
the zipper end,

2) push the end of the zipper all the
way in, and

3) push in the inner lip of the side win-
dow inside the canvas top whi le
zipping.

After comple t ing insta l lat ion, make
sure that the f ront and bot tom ends
are securely hooked and the rear top
end is under the canvas top.
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Opening and Closing the Canvas Top
(For tuck type top)
1) Remove the side windows of the

canvas top.
2) Open the rear window and hang

down it inside the luggage com-
partment.

3) Unfasten the snap of the roof side
tension straps.

4) Unfasten the snaps that secure the
canvas top to the roof piece.

5) After lowering the sun visors, push
in the lock buttons on the front
latches and unhook the latches.
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6) Pull back the swing arm, unfasten
the five snaps that secure the can-
vas to the swing arm and remove
the canvas from the swing arm.

Return the swing arm forward and
hook it securely.

7) Pull the tension straps located above
the door frame out through the plastic
ring.

8) Lay the front half of the canvas top
onto the rear half of the top and then,
fold forward the portion that extends
beyond the rear end of the top.
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NOTE:
The following two procedures 9) and 10)
are optional.

9) Detach the rear bottom corners of
the canvas top by pulling the rear end
of the bottom corner hook sideways
and downward.

10) Put the rear bottom corners of the
canvas top into the luggage com-
partment.

11) Lower the top bows.

CAUTION
When hooking the bottom corner,
makes sure it is completely hooked to
the vehicle body or the hook can be
damaged.
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12) Lower the folded canvas behind
the rear seat back(s). Make sure
that the rear seat belts around the
shoulder anchor are clear from the
folded canvas top.

13) Fix the upper top bow with the
strap on the left seat belt shoulder
anchor bracket.

To raise the canvas top reverse the
procedure used to lower it.

NOTE:
After installing the canvas top, make
sure that the canvas extension is
located outside the roof rail.

After lowering or raising the canvas
top, make sure that the following
parts are secured in place. Failure
to properly secure these parts can
cause personal injury or damage.
* Swing arm
* Top bow
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Removing and Installing the Rear
Window (For full-removal type top)
The rear widow of your vehicle is remov-
able. This allows you to access the cargo
area or to replace the window if it be-
comes deteriorated. To remove the rear
window:

1) Unfasten the canvas flaps at the lower
corners of the rear window.

2) Unhook the rear window frame from
the rear gate. First pull the canvas at
the bottom of the window straight
back at both ends, then pull the win-
dow frame at the center of the win-
dow down and back.
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3) Unzip the zipper and remove the rear
window-

To install the rear window, reverse the
procedure used to remove it. Make sure
that the end of the zipper is pushed all
the way in (as shown in the illustration
below) before zipping up the zipper.

When installing the rear window,
make sure that it is fully closed and
both corner flaps are fastened, or
exhaust gas can enter the vehicle.

Removing and Installing the Canvas Top
(For full-removal type top)
To remove the canvas top:
1) Remove the rear window as de-

scribed under "Removing and Install-
ing the Rear Window".

2) Unfasten the straps that secure the
side windows to the top bow. Un-
snap the straps that connect the side
window frames to the top bow, un-
wrap the straps from around the top
bow, and refasten the snaps.
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3) Unhook the side window frames at
the front bottom corners by pushing
out on the window frames from in-
side the vehicle.

Frame
Hook
Tension belt

4) Unfasten the side window canvas
from the side window frames as
shown in the above illustration, then
securely hook the frames back to the
vehicle body.

5) Unsnap the tension straps located
above the door frames.

6) Unfasten the snaps that secure the
canvas top to the roof piece.

7) After lowering the sun visors, push
in the lock buttons on the front lat-
ches and unhook the latches.
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8) Pull back the swing arm, unhook the
five hooks that secure the canvas to
the swing arm, and remove the can-
vas from the swing arm.
For easy removal, detach the two
end hooks and both ends of the can-
vas first, then detach the middle
hooks

A CAUTION
When reattaching the canvas to the
swing arm, make sure that all of the
hooks, especially the two end hooks,
and both ends of the canvas are com-
pletely attached. Incomplete or im-
proper installation of the canvas top
may damage it.
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9) Pull the tension straps located above
the door frames out through the resin
rings.

10) Slide out the corner pieces that
secure the top to the rear corners of
the vehicle body.

When installing the canvas top, make
sure that the corner pieces are secure-
ly installed. An incorrectly installed
corner piece could break.
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11) Unfasten the snaps that secure the
top to the top bow, then completely
remove the canvas top from the
vehicle.

12) Place the canvas top and the rear
w indow on a clean flat surface wi th
the inside facing up, Fold, rol l , and
store them as shown in the illustra-
tion that fol lows. Before folding and
rolling up the plastic windows, make
sure that they are clean so they don't
get scratched by dirt. If the plastic
w indows are stiff f rom being cold,
and are difficult to roll up, place the
canvas top and rear w i n d o w in a
warm place until they soften.
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